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| SIBDIVISIONS
PROFILE VIEW WITH GAS

@TYPICAL GAS SLEEVE DETAIL AT DRIVEWAY CROSSING(S)
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FOUNDATION PL AN

SCALE: 1/4" = 1"-0"

1. PLUMBING TRENCH BACKFILL SHOULD BE MOISTURE Q
CONDITIONED & COMPACTED TO 85% MIN. DENSITY T 0
2. INTERIOR BEARING FOOTINGS SHALL NOT BE 2 &
PLACED OVER ANY TRENCHES. T B
= _
PROVIDE THE FOLLOWING: & W o0
1. P.V.C. SLEEVES THROUGH STEM WALL AS 1 =
REQUIRED AT EACH CONDENSER LOCATION O ~
2. TEE (AS REQ'D.) w/ CAPPED STUB OUT T0 Lo | 8 e
FRONT HOSE BIBB. TEE TO BE INSTALLED ON A
THE STREET SIDE OF THE SHUT OFF VALVE. L] >
3. P.V.C. SLEEVE(S) UNDER DRIVEWAY & SIDEWALKS = ] <‘“
AS REQUIRED BY OWNERS SPEC. T L
4. CONTROL JOINTS EVERY 400 S.F. NOT TO - 2
EXCEED 24'-0" 0.C. ONE DIRECTION & SHALL Te Ll
NOT BE PLACED UNDER ANY TILE FLOOR. _Z 0 =
5. TOP OF EXTERIOR FOUNDATION SHALL BE 12" PLUS =
2% ABOVE THE ELEVATION OF THE STREET GUTTER 0
OF THE INLET OF AN APPROVED DRAINAGE
DEVICE. (UBC 2406)
No. DESCRIPTION
@ 4" CONCRETE SLAB o/ 4 ABLC.
@ 5" CONCRETE o/ 85% COMPACTED SUB—-GRADE
@ NOT USED
@ NOT USED
@ 36" WIDE CONCRETE SIDEWALK
@ 16—0" WIDE CONCRETE DRIVEWAY TO STREET
@ INTERIOR BEARING FOOTING
3—6" SLAB FOR CONDENSER UNIT —
HOLD 6” AWAY FROM HOUSE
@ SLOPE 1/4” PER LINEAL FOOT @ EXT. SLABS
SLOPE 1/8” PER LINEAL FOOT @ GARACE SLAB
@ 47 TIRE STOP
@ NGT USED
@ NCT USED
477 SO CONCRETE PAD w/ SERVICE DOOR
@ NOT USED
DECO DRAIN
@ PLUMBING WALL — DIMENSIONS SHOWN ARE TO
CENTER OF WALL — VERIFY LOCATION OF FIXTURE
ELEC. CONDUIT IN SLAB TO ISLAND COUNTER
NCT USED
24” S0. FOOTING
SYM. | FOOTING STEM WALL VERT. REINF.
@ 1" 47 W. X 8 D. CONT.| 8” W. X 18" H. MIN. NO VERT. REBAR
NO REBAR | — #4 HORIZ. CONT. AT T&B | REQUIRED s
1" 4" W. X 8" D. CONT.| SEE "A" W/ 8’ NO VERT. REBAR
NO REBAR DEPRESSED TOP REQUIRED
2" 0" SQ. X 12° D. 5" W. X 14" H. MIN. NO VERT. REBAR =
@ 2 — #4 EACH WAY 1 — #4 HORIZ. CONT. AT T&B | REQUIRED O
2' 67 SQ. X 127 D. & W X 14" H. MIN. NO VERT. REBAR -
@ 3 — 44 EACH WAY | — #4 HORIZ. CONT. AT T&B | REQUIRED —
@ 30" sQ X 12" D, 6" W. X 14" H. MIN. NO VERT. REBAR
3 — 44 EACH WAY 1 — #4 HORIZ. CONT. AT T&B | REQUIRED <E
2 0”SQ. X1 8 D. | STEM NOT NO VERT. REBAR ah
@ 2 — #4 EACH WAY APPLICABLE REQUIRED
@ 2'6°SQ. X1 8 D. | STEM NOT NO VERT. REBAR _
3 — 4 EACH WAY APPLICABLE REQUIRED D)
@ 30°S0 X1 8 D | STEM NOT NO VERT. REBAR
3 - #4 EACH WAY | APPLICABLE REQUIRED D
<> 4" W X1 8D | — #4 HORIZ. CONT. AT NO VERT. REBAR
THICKENED SLAB TOP & BOTTOM REQUIRED
@ " 4" W X 8 D. 8" TURNDOWN X 1" 8” H. MIN. | NO VERT. REBAR
NO REBAR 1 = #4 HORIZ. CONT. AT T&B | RFQUIRFD
2 07 sQ. X 127 D. £" TURNDOWN X 1" 2” H. MIN. | NO VERT. REBAR
<K> 2 — #4 EACH WAY | — #4 HORIZ. CONT. AT T&B | REQUIRED
@ 2" B SQ. X 127 D. 8" TURNDOWN X 1° 2" H. MIN. | NO VERT. REBAR
3 — 4 EACH WAY 1 — #4 HORIZ. CONT. AT T&B | REQUIRED
307 SQ X 127 D. 8" TURNDOWN X 1" 2" H. MIN. | NO VERT. REBAR
@ 3 — #4 EACH WAY 1 — #4 HORIZ. CONT. AT T&B | REQUIRED
36" S8Q X127 D. 8" W. X 14" H. MIN, NO VERT. REBAR
@ 4 — J4 EACH WAY 1 — #4 HORIZ. CONT. AT T&B | REQUIRED
HOLDOWN SCHEDULE REL.DATE: 5-24-99
@ SIMPSON LTT-20 W/ 1/2' DIA KB-11 4—1/2" EMBED. (ICBO #4627) Rev. DATE:
SIMPSON MTT-22 W/ 5/8" DIA KB—11 7-1/2" EMBED. OR
SIMPSON MTT-28B \4/ é/4" DIA. KE—11 7—/1 /2" EMBED. 1
@ SIMPSON PAHD-42 2
@ SIMPSON HPAHD-22 3
{E) SMPSON CS-16 X 24" STRAP 4
{Fy SMPSON C5-16 X 42" STRAP 5
@ SIMPSON MAS g
NQTE: FOUNDATION HOLDOWNS REQUIRE DOUBLE FULL HEIGHT STUDS
AT EACH HOLDOWN.
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