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SUILDING SECTION B’
SCALE: 1/4" = 1'-Q"
GAS FIREPLACE VENT NOTES: m‘/—APPROVED RAN CAP
COUNTER FLASHING e
1. VENT MAY NOT BE LOCATED WITHIN 9 INCHES OF 34" 4—g’
DOOR OR WINDOW. CRICKET 1
EXTEND STUCCO "CHIMNEY”
PER ELEVATION 2. MIN. CLEARANCE ABOVE GRADE, VERANDA, ROOF LINE — LOCATION DOUBLE TOP PLATE 3
PORCH OR BALCONY IS 12 INCHES IS APPROXIMATE & IS 1 +07 +07 ~26" +07
SHOWN FOR CLARITY = K
3. CLEARANCE TO CUTSIDE CORNER IS A MIN. - 0% )
OF 9 INCHES. PROVIDE A.LS. BD. I Vo & d 3
@ ATTIC AREAS.* g FIREBLOCKING @ 8'-1" & | X +|4 | S |
4. CLEARANCE TO INSIDE CORNER IS A MIN. T/r @ CEILING PER U.B.C.
CF 6 INCHES INTERIOR CEILING LINE - SEC. 803 ITEM 1 i B i E
J ) =] o) H—+2 — 11— +2 —{
N PROVIDE 1/2" GYP BD FIRE _ Hod || FREBOX |[ | TELEVISION [ |
= 5. VENT MAY NOT BE INSTALLED ABOVE A GAS BLOCKINGY ® NTERMEDIATE % )_/ . FRE STOP BY CHMNEY ~ | - pyey
N, 5 CLEARANGE T METER/ REGULATORY ASSEMBLY OR WITHIN FLOORS* ;/ 1 MANURACTURER
Y eonEren AR T 3 FEET HORIZONTALLY FROM THE CENTER LINE =7 Ll : T 1] T T T 711
. CF THE REGULATOR. DBL. 2 x FRAMING @ FACE B [
PROJECTION OF 2 1/2 STUCCO AlLS. BOARD.
OR LESS. / OF FIREBOX OPENING ——————___| L - o/ © 54 4_g”
MAINTAIN 12" FROM ANY 6. VENT CLEARANCE TO ADJACENT AIR SUPPLY q - . - o
PROJECTIONS EXCEEDING INLETS SHALL BE A MIN. OF 9 INCHES FOR A FIRE BOX by . gﬁ%EETLODE\gg%'OR' NI %8 ) g 4—4" TO
21/2 NON—MECHANICAL INLET AND 6 FEET FROM A I I 10°-0 PONY WALL
MECHANICAL AIR SUPPLY. h | |4—+——PROVICE COMBUSTABLE
SIDE VENT W/ GAS = %F; PER UM.C. SEC. o
FIREPLACE ONLY 7. CLEARANCE UNDER VERANDA, PORCH, DECK e A :
TRUSS OR BLKG OR BALCONY WHERE FULLY OPEN ON A MIN. SR A I xVENT TO EXTERIOR. *MRN’?_I%ACHTTJERPELRA%EPSECMH%/T\T%:NlNSTALLED o
OF TWO (2) SIDES BENEATH THE FLOOR SHALL NON—COMBUSTABLE HEARTH — (MODEL DV33R) :
BE 12 INCHES. PER MFR. SPEC'S. *— ADJUST THE SIZE OF FIREBOX AND NON
NOTE: COMBUSTIBLE MATERIAL AROUND
1/2" GYP. BD. INSDE_LIVING AREA, OR 8. FOR GAS LOG FIREPLACES, BLOCK OPEN THE ; ANOTE: THE FIRE30X PER MANUFACTURER SPECIFICATION
2 LAYERS 5/8” TYPE "X" GYP.BD DAMPER PER UMC 901 MODEL # — SUFERIOR DV33T OR DV33R PROVIDE AN APPROVED BARRIER ' '
INSIDE. GARAGE CERTIFICATE # L2970013 BETWEEN FACTORY FIREPLACE NOTE: WHEN FIREBOX IS NOT INCLUDED NICHE
ICBO NO. : PENDING gox%s éNDSCHIMﬁngS,CAEJDR CE DIMENSIONS STAY THE SAME ONLY THE DEPTH
AGA #L2970009 UILDING INSULATION. CLEARAN
R # SHALL BE MAINTAINED BETWEEN THE OF FIREPLACE SIDE CHANGES
AT—HC ACCESS @HREPLACE DETAILS CHMNEY AND COMBUSTIBLE
1 WOOD BURN HEATILATOR MODEL "LE” LOW EMISSION, APPRV'D BARRIERS AND BETWEEN THE FIREPLACE
OPENING AND ANY COMBUSTIBLE MATERIAL

N.T.S,

FOR USE AFTER 1-1-99 TESTED AND LISTED TO THE "UL 127"
STANDARD FOR FACTORY-BUILT FIREPLACES.

QUTSIDE THE FIREBOX PER MANUFACTURER'S
INSTALLATION INSTRUCTICNS.

FNFIREPIACE ELEVATION
2/

3/23/98
1. TYPICAL HEADER HEIGHT FOR DOORS 6'-8" UN.O. 7'=0" FOR WINDOWS U.N.O. No DESCRIPTION
2. WEEP SCREED SHALL BE OF NO. 26 GAUGE CORROSION RESISTANT METAL W/ A MIN. VERTICAL
ATTACHMENT FLANGE OF 3 1/2" AND PLACED A MIN. OF 3/4" BELOW TOP OF FINISHED FLOOR (1) | WEEP SCREED CONC. SLAB
AND A MIN. OF 6" ABOVE FINISHED GRADE @ ALL EXTERIOR WALLS
3. SUPPLY INSULATION BAFFLES AT ATTIC VE,I,\ITILATION AREAS. CUT INSULATICN BACK @ FIRE BLOCKING @ FOOTING SEE STRUCTURAL SHEETS FOR DETAILS
FROM OPENINGS. SUPPLY A MINIMUM OF 1" AIR SPACE BETWEEN
THE INSULATION AND ROOF SHEATHING PER 1997 UBC SEC. 1505.3.
INSULATION SEE SPECS. - :
4. WINDOW FRAMES TO BE PAINTED OR ANODIZED TO MATCH EXTERIOR. NO EXPOSED WOOD OR METAL. ® PRE-MANUFACTURED TRUSS SEE SPECS
5. ALL VENTS, FLASHING, FASCIAS, ELECTRICAL PANELS ETC. TO BE COLORED/ PAINTED TO MATCH HOUSE BLOCKING. SEE VENT CALCULATIONS
' TOP PLAT TRUCT. DETAI
(4) | BLOCKNG. SEE VENT G (1)) | DOUBLE TCP PLATE SEE STRUCT. DETAILS
6. CHIMNEY SHALL BE CONSTRUCTED OF MASONRY OR STUCCO AND SHALL BE FINISHED & PAINTED
TO MATCH HOUSE. NO EXPOSED FLUES. (5) |UNE OF OPTIONAL VAULTED CEILING (12) | PRESSURE TREATED SILL PLATE SEE STRUCT.
(8) | CONC. ROOFTILE SFE SPECS, (13) | FINISH GRADE
(@) | Fascia NOT USED
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